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1.  Do the factory wings that many fluorescent troffers have designed to fold out 

ƻǾŜǊ ǘƘŜ ƎǊƛŘ ƳŜŜǘ ǘƘŜ ǊŜǉǳƛǊŜƳŜƴǘǎ ŦƻǊ άǎŜŎǳǊŜƭȅ ŦŀǎǘŜƴŜŘ ǘƻ ǘƘŜ ŦǊŀƳƛƴƎέΚ 

Reference:  NEC 410.16(B)  

    

Answer: No, 410.36(B) Requires  as bolts, screws, or rivets or Listed clips identified 

for use with the type of ceiling framing member and luminaire. 

See FLUORESCENT RECESSED LUMINAIRES (IEVV) located on page 174 in the 2012 

UL White Book.  States Recessed luminaires intended for use in suspended 

ceilings and provided with integral clips are marked for use with particular grid 

systems.  

Separate Clips Listed under Luminaire Fittings (IFFX) on page 187 in UL White Book 

Recessed Fluorescent Troffer Securement 



2) Is it a code violation to have general purpose receptacles on  the 
same lighting circuit that has required battery backed up emergency 
lights 
 

Reference:  NEC® 700.12 
   
 
 
 
 
  

Answer: No ς 700.12 (in part):  
Last paragraph:  
ω 700.12 General Requirements: Unit equipment in accordance with 700.12(F) 

shall satisfy the applicable requirements of this article.   
ω 700.12(F): Flexible cord-and-plug connection shall be permitted, provided 

that the cord does not exceed 900 mm (3 ft) in length.  
ω 700.12(F): The branch circuit feeding the unit equipment shall be the same 

branch circuit as that serving the normal lighting in the area and connected 
ahead of any local switches.  

 

Emergency Lights: Unit Equipment 



Answer: No 

Reference: 680.26(B)(2) Equipotential Bonding  

  and 250.52 Grounding Electrodes 

3. Is it allowed to use the grounding grid of the pools patio as 
ÔÈÅ ÇÒÏÕÎÄÉÎÇ ÅÌÅÃÔÒÏÄÅ ÓÙÓÔÅÍ ÆÏÒ Á ÓÅÐÁÒÁÔÅ ÓÔÒÕÃÔÕÒÅȭÓ 

pool equipment? 



680.26 Equipotential Bonding  

(A) Performance. The equipotential bonding required 
by this section shall be installed to reduce voltage 

gradients in the pool area. 
  



680.26 Equipotential Bonding  

(B) Bonded Parts. The parts specified in 
680.26(B)(1) through (B)(7) shall be bonded 
together using solid copper conductors, insulated 
covered, or bare, not smaller than 8 AWG or with 
rigid metal conduit of brass or other identified 
corrosion-resistant metal. 

 

 

 

(2) Perimeter Surfaces. The perimeter surface 
shall extend for 1 m (3 ft) horizontally beyond 
the inside walls of the pool and shall include 
unpaved surfaces, as well as poured concrete 
surfaces and other types of paving.  


